
HIGHBAY, FLOODLIGHT AND WATERPROOF 
BATTEN FIXTURES FOR FUNCTIONAL 

LIGHTING APPLICATIONS



Lewdenlux bring to you a cost effective range of high
performing lighting products that complement our existing 
range where the environment doesn’t call for excessive
corrosion resistance or temperature control.

Designed to replace traditional light sources in everyday 
applications with the assurance of quality that our 
customers have come to expect from our products. 
AII backed by our 5 year warranty. Where effi ciency,
quality of light, ease of installation and availability 
are key to the decision making process.

www.lewden.com/lux
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With options for highbay,
fl oodlighting and waterproof 
battens Bravo by Lewdenlux 
can provide solutions to 
complete your project in
a variety of applications.

HIGH-BAY 

W
fl o
b
c
c
a

WATERPROOF
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EN 60598-1, EN 60598-2-1, EN60598-2-5, EN 62471, EN 60598-2-22,  EN 60598-2-24,EN 62493, IEC/TR 62778, EN 55015, EN 61547, EN 61000-3-2, EN 61000-3-3, 
EN 50581, DIN 18032-3, EN 13964

Technical features

Body material Polycarbonate

Colour White

Diffuser Polycarbonate

Protection rating IP65

Impact resistance IK07

Mounting system Quick connection 

Optics features Symmetrical extra wide beam

Actual luminaire effi ciency 145 lm/W

Colour temperature 4.000 K

Colour rendering index values 
(CRI) 80

Glare index UGR<25

Residual fl icker <3%

Lifetime L80 50.000h Tq=25 °C

Insulation class II

Supply voltage 220-240V AC 50/60 Hz

Control system Standard on-off

Surge protection 2 kV

Power factor >0,9

Ambient temperature -30 °C ÷ +45 °C

Power supply

No. 2 terminal blocks 2x1,5 mm2

Max lamps under the same line
WL20 --> 28 units  /  WL35 --> 20 units
WL50 --> 14 units  /  WL60 --> 11 units

Warranty 5 years
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Product standards

WATERPROOF BATTEN

-WL

Highly durable IP65 Batten with modern

design aesthetics for use in wet and 

dusty areas.



BRAVO-WL
Polycarbonate / wide beam optics

Power
(W)

Flux
effective
(lm)

Length
(mm) Replaces Product

code

20 2.900 600 2x18W T8 BVWA0840SB
35 5.075 1.200 2x36W T8 BVWB0840SB
50 7.250 1.500 2x58W T8 BVWC0840SB
60 8.700 1.800 2x80w T5 BBVWD0840SB

EQUIPMENT INCLUDED
Brackets for mounting.

FEATURES
220 V to 240 V multi-voltage 

power supply unit.

Driver equipped with protection 

system up to 2 kV in common 

mode and in differential mode.
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WATERPROOF BATTEN

MODERN DESIGN
Sleek design aesthetics.

L

5
2

55.6

Power L 
(mm)

20W 600

35W 1200

50W 1500

60W 1800

VERSATILE
Through wiring.

QUICK POWER SUPPLY
Speedy electrical connection.

SIMPLE REPLACEMENT
Adjustable quick fi x 
bracket for simple 
replacement of existing
fi xtures.

CRI 80
Colour rendering Colour rendering 
index valuesindex values

UK 
Conformity 
Assessed

Protection RatingProtection Rating

Warranty
5 years5 years

IP65

-WL

BR
Poly



EN 60598-1, EN 60598-2-1, EN60598-2-5, EN 62471, EN 60598-2-22, EN 60598-2-24,EN 62493, IEC/TR 62778, EN 55015, EN 61547, EN 61000-3-2, EN 61000-3-3, 
EN 50581, DIN 18032-3, EN 13964

Technical features

Body material Aluminium Alloy EN46100

Surface treatment Polyester powder paint

Colour Black

Diffuser Polycarbonate

Protection rating IP65

Impact resistance IK08

Mounting system Quick connection for pendant 
mounting

Optics features Symmetrical extra wide beam

Actual luminaire effi ciency 135 lm/W

Colour temperature 4.000 K

Colour rendering index values 
(CRI) 80

Photobiological risk RG1 according to IEC/TR 62778

Glare index UGR<25

Residual fl icker <3%

Lifetime L80 50.000h Tq=25 °C

Insulation class I

Supply voltage 110-240V AC 50/60 Hz

Control system Standard on-off

Surge protection 4 kV

Power factor >0,95

Ambient temperature -20 °C ÷ +50 °C

Power supply H05RNF 3x1 mm2 cable 
30 cm length

Warranty 5 years
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Product standards
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Technical features

HIGH-BAY 

-HB

Robust Highbay fi xture designed

for ease of installation in industrial

and retail applications.



EQUIPMENT INCLUDED
Hook for pendant mounting.

FEATURES
110 V to 240 V multi-voltage 

power supply unit.

Driver equipped with protection 

system up to 4 kV in common 

mode and in differential mode.
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LIGHTWEIGHT AND COMPACT
Minimal space requirement.

FUNCTIONAL DESIGN
The surfaces prevent the 
accumulation of dust.

SEALED DRIVER
Able to withstand 
high vibrations. 

EFFECTIVE REPLACEMENT
Sizes equivalent to discharge 
lamps.

Short 
payback 

time

BRAVO-HB
Aluminium / Polycarbonate wide beam optics

Power
(W)

Flux
effective
(lm)

Replaces Product
code

100 13.500 250W HQI / HPS BVHA9840SB
150 20.300 400W HQI BVHB9840SB

Power
(W)

Flux
effective
(lm)

Replaces Product
code

190 25.600 400W HQI /HPS BVHC1840SB

HIGH-BAY  

ØA

D

C

B

Power A 
(mm)

B 
(mm)

C 
(mm)

D 
(mm)

100W 290 172 124.5 49

150W 290 169 121.5 49

200W 338 172 124.5 52

Wide beam 90°

Wide beam 120°

CRI 80
Colour rendering Colour rendering 
index valuesindex values

UK 
Conformity 
Assessed

Protection RatingProtection Rating

Warranty
5 years5 years

IP65

www.lewden.com/lux

-HB



EN 60598-1, EN 60598-2-1, EN60598-2-5, EN 62471, EN 60598-2-22, EN 60598-2-24,EN 62493, IEC/TR 62778, EN 55015, EN 61547, EN 61000-3-2, EN 61000-3-3, 
EN 50581, DIN 18032-3, EN 13964

Technical features

Body material Aluminium Alloy EN46100

Surface treatment Polyester powder paint

Colour Black

Diffuser Extra clear tempered glass

Protection rating IP65

Impact resistance IK08

Mounting system Adjustable bracket

Optics features Symmetrical extra wide beam

Actual luminaire effi ciency 123 lm/W

Colour temperature 4.000 K

Colour rendering index values 
(CRI) 80

Photobiological risk RG1 according to IEC/TR 62778

Glare index UGR<25

Residual fl icker <3%

Lifetime L80 50.000h Tq=25 °C

Insulation class I

Supply voltage 100-277V AC 50/60 Hz

Control system Standard on-off

Surge protection 1 kV (20W and 50W)
4 kV (100W, 150W and 200W)

Power factor >0,95

Ambient temperature -20 °C - +50 °C

Power supply H05RNF 3x1 mm2 cable
30 cm length

Warranty 5 years
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Product standards

Technical features

Sleek, robust design for open spaces, 

public and industrial areas.

www.lewden.com/lux

FLOODLIGHT

-FL
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EQUIPMENT INCLUDED
Adjustable steel bracket

+/- 135°.

FEATURES
Multi-voltage power supply 

from 100 V to 277 V. From 100 W 

versions the driver is equipped 

with a protection system up to 

4 kV in common mode and in 

differential mode.

FLOODLIGHT

BRAVO-FL
Aluminium / symmetrical glass optics

Power
(W)

Flux
effective
(lm)

Replaces Product
code

20 2.440 70W HQI/HPS BVFA1840SB
50 6.150 100W HQI/HPS BVFB1840SB
100 12.000 250W HQI/HPS BVFC1840SB
150 18.000 400W HQI BVFD1840SB
200 24.000 400W HQI/HPS BVFE1840SB

OUTDOOR AND INDOOR
From -20°C to +50°C. 

MULTI-VOLTAGE
Power supply 
from 100V to 277V. 

FUNCTIONAL DESIGN
The surfaces prevent the 
accumulation of dust.
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Power A 
(mm)

B 
(mm)

C 
(mm)

D 
(mm)

E 
(mm)

20W 155 172 26 110 8

50W 219 231 32 152 8

100W 237 332 52 195 11

150W 301 389 52 262 13

200W 301 389 52 262 13

20W / 50W

100W / 150W / 200W

SEALED DRIVER
Able to withstand high 

vibrations.

CRI 80
Colour rendering Colour rendering 
index valuesindex values

UK 
Conformity 
Assessed

Protection RatingProtection Rating

Warranty
5 years5 years

IP65

www.lewden.com/lux

-FL
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❚ Suspension: outputs 
up to 49,000 Lumens 
and +70 degrees.

www.lewden.com/lux

TIGUA & X-TIGUA
LED LOW BAY & HIGHBAY
LED FLOODLIGHT 

LED RETRO FIT
HIGHBAY

LED LINEAR
STAINLESS STEEL

RINOTIGUA 
& X-TIGUA

META 
& META 150

❚ Outputs up to 
31,000 Lumens, 
temperatures 
up to +60 degrees.

❚ Floodlight: outputs 
up to 65,000 Lumens, 
temperatures 
to +55 degrees.

❚ Linear light fi xtures 
in AISI 304 stainless 
steel and outputs 
up to 11,000 Lumens.

❚ View our complete range suited to harsh and challenging environments at    w

5 YEARS
WARRANTY5



LED ROUND/OVAL

ROSS ARCHITECTURAL 
EXTERIOR 
LIGHTING 

ATEX 
LIGHTING
HIGHBAY, FLOODLIGHT, 
LINEAR & TWINSPOT

❚ A comprehensive range 
of highbays and lowbays, 
fl oodlights, linear, and 
emergency luminaires for 
ATEX Zones 1, 2, 21, 22.

❚ IK10, IP66, Decorative
Bulkhead, Round or 
Oval for ceiling or wall 
mounting.

❚ Lighting fi xtures 
in AISI 316L marine 
grade stainless steel.

   www.lewden.com/lux

MADE 
IN 

ITALY

EA
C

H
FI

TT
IN

G
INDIVIDUALLY FACTO

RY
TESTED



A
M

A
57

60
2-

R1Tel.: +44 (0) 1376 336 200 

sales@lewden.co.uk

For instant access to technical support through

our team of expert engineers. 

www.lewden.com/luxLEWDEN LTD 

Unit 4, Bradbury Drive, 

Springwood Industrial Estate,

Braintree

Essex

CM7 2SD LIVE
CHAT


